
 
 
 
Despite the best efforts of businesses to properly 
contain liquids and avoid spills, accidents do happen 
and from time to time there will be requirements to 
clean up a spill. 
 
Dalton International Ltd supplies a range of high 
quality absorbent products, marketed under the 
brand name SpillTech UltraZorb, that predominantly 
use Sphagnum Peat Moss as the absorbent material.  
Our range includes emergency spill kits from 25 litres 
up to 240 litres, these contain all the necessary products to deal with a spill.   
 
SpillTech UltraZorb is used because of the benefits it offers, including: 

 100% natural and mined in New Zealand 
 Absorbs hydrocarbons and a wide range of other solvents and chemicals on land and 

water in dry or wet conditions 
 Suppresses vapors 
 Does not require specialised training or high-tech equipment for handling or disposing 
 Will not leak, leach or discharge used pollutant making it clean and easy to handle 
 Can be incinerated or disposed of in landfills (check with your local authorities for   

advice) with no detrimental effects to the environment 
 Available in loose and compressed bales, socks, pillows and booms 
 Weighs little and affords users the ability to carry more, clean up more and save on 

transportation and disposal costs 
 
CREATING A GREAT ABSORBENT  
SpillTech UltraZorb is mined in New Zealand and heat treated using a specialised air drying 
process to lower the moisture content of the product to around 10-15%. This process is done 
at extremely high temperatures which causes UltraZorb’s water retention features to change 
so that the cellular structure now becomes singularly hydrophobic (water resistant) and has a 
natural affinity to absorbing and encapsulating hydrocarbons. 
 
SpillTech UltraZorb is then used in a range of products including absorbent sock, booms, pil-
lows and as a loose fibre. 
 
SpillTech UltraZorb is non-toxic, non-abrasive, non-leaching, 100% organic and field proven 
as a highly effective general purpose absorbent. The inherent capillary action of SpillTech   
UltraZorb provides a powerful wicking action and encapsulates oils, solvents, heavy metals, 
pesticides, herbicides and other organic chemicals on contact.   



APPLICATION – ON LAND 
Spread SpillTech UltraZorb over the effected area quickly and evenly to a sufficient depth 
to allow immediate absorption. Absorbent socks or booms can be used to encircle or block 
the flow of a large spill while loose absorbent or pillows can be used to encapsulate the 
spill. Once the spill is soaked up you should pick up the absorbent / spill mix with a spade 
and containerise for removal. 
 
APPLICATION - ON WATER 
Scatter SpillTech UltraZorb across the surface of the water to a sufficient depth to ensure 
that the full absorption takes place. The mixture will form a mat effect on the surface of 
the water, which can be recovered with a net, scoop or other suitable means. If           
necessary, containment booms can be used to encircle the spill to limit its spread and     
reduce surface area needing to be treated. 
 
DISPOSAL 
Once used the absorbent / spill mix can be disposed of using the following methods: 

 Incinerated - will burn to a residue of less than 4% of its original volume.  
 Buried in landfill – check with your local council for regional specific regulations.  

The natural capillary capacity of SpillTech UltraZorb absorbs on contact and will 
not leach, leak or discharge its load back into the environment. 

 Specialised chemical disposal – most regions have companies specialising in the   
disposable of hazardous substances.  Refer to your local business directory. 

 
 
LIMITED WARRANTY AND LIMITED LIABILITY 
The company warrants that the composition of the product conforms to the description on 
the label within recognised tolerances. No further warranty is given, expressed or implied.  
The liability of the company’s products is limited to the replacement of the defective   
product or a refund of the purchase price, at the option of the company. Under no         
circumstances shall the company be responsible for the any incidental or consequential 
damage. 

Acetone Chloroform Hexachloroethane Pentane 
Acetone Cyanohydrin Chloromethane Hexane Pesticides 
Acetonitrile Corn Oil Hexane (97%) Petroleum Ether 
Acrolein Crude Oils Inks Phenol 
Alcohols Cutting Oils Isobutanol Phenol (48% in acetone) 
Allylchloride Cyanide Wash Isoprene Propanol 
Amyl Acetate Cyclohexane Isopropanol Scintillaton Liquid 
Animal Fats Dichloromethane Jet Fuels Silicon Oil (100 CS) 
Avgas 100/130 Dichlorobenzene JP/7 Solvents 
Benzene 1 ,2-Dichloroethane Kerosane/Paraffins Styrene 
Blood Diesel Fuels Methanol Tetrachloroethylene 
Bromoform Dyes Methyl Ethyl Keytone Tetrachloroethane 
Bromodichloromethane Ethanol Methyl Methacrylate Tetrahydrofuran 
Bunker C Oil Ethyl Benzene Methylene Chloride Toluene 
Butanol Ethyl Ether Methylphenol Trichlorophenol 
Butyric Acid Ethylene Glycol Motor Oils Trichloroethylene 
Butyl Acetate Gasoline/Petrol Napthalene Triethylamine 
2-Butanone Heavy Metals 2-Nitroaniline Varsol 
Canola Oil Heptane Nitrobenzene Vegetable Oils 
Carbon Disulphide Herbicides Oil Base Paints Vinyl Acetate 
Carbon Tetrachloride Hexachlorobenzene PCBs Vinyl Chloride 
Chlorobenzene Hexachlorobutadene Pentachlophenol Xylenes 

Substances that are capsulated by SpillTech UltraZorb include: 


